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	Tekst1: High Speed HDMI® Cable with Ethernet
	xx: Digital HD video connection ideal for connecting PC / Notebook  to HD  or Plasma screen
	Tekst2: Features & Benefits
	Tekst3: Technical Information
	Tekst4: Logistical Information
	Tekst5: • 24k Hard Gold plated contacts, for excellent protection against corrosion enhancing durability and performance• Easy grip moulded connectors guarantee firm connection and perfect signal transmission• Copper braiding shielded cable ensure no EMI /RFI interference for error free data transmission• Fully support 1.4 HDMI® High speed with Ethernet standard and Audio return channel functionality • Durable flexible jacket avoid cable stress and conductor fractures• OFC Copper conductor for maximum sound and vision experience
	4: Package size code:Qty products on hook:
	Tekst11: Article code
	Tekst12: BCL2312
	Tekst13: Qty
	Tekst14: Size (W x D x H)
	Tekst15: EAN Code
	Tekst16: Weight
	Tekst17: Product
	Tekst18: Inner carton
	Tekst19: Outer carton
	Tekst20: 1 piece
	Tekst21: 10 pcs
	Tekst22: 60 pcs
	Tekst23: 0.240 x 0.090 x 0.050 mm
	Tekst24: 0.260 x 0.170 x 0.250 mm
	Tekst25: 0.520 x 0.280 x 0.520 mm
	Tekst26: 5412810169818
	Tekst27: 8717587999048
	Tekst28: 8717587999055
	Tekst29: 140 g
	Tekst30: 1.50 kg
	Tekst31: 9.88 kg
	5: B2B4 pieces
	Tekst32: 
	1:  Cable Length:   Connectors:   Contacts:      Conductor Material:   Dielectric:   Shielding 1:   Interference Technology: 
	1A: Cable Finish:Cable Ø: Soldering: Connectors: Remarks: 
	1z: 2.0 m / 6.6ftHDMI® Connector Male – HDMI® Connector Male24k gold plated connectors 30AWG Oxygen Free Copper0.63mm foam-PE skinTinned copper braidingNot applicable
	1zA: Flexible PVC cable jacket5.50 mmAlloy solderingDual mould PVC connectors Supports 3D TVSupports resolution up to 4KSupports Audio Return Channel functionality Supports Ethernet functionality


