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Manual
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	Tekst0: CCTV Dome Camera
	Tekst1: Compact housing
	Tekst2: USPs:
	Tekst3: • Compact housing
• Ideal for discrete security
• 1/3" Sony CCD chip
	Tekst5: CCTV camera in compact housing for discrete security and observation.
	Tekst4: General information:
	Tekst7: • Image chip:   
• Lens:    
• Horizontal resolution: 
• Light sensitivity:  
• Backlight compensation:
• Electronic shutter:  
• S/N ratio:   
• White balance:  
• Gain:    
• Gamma correction:  
• Working temperature: 
• Video out:   
• Voltage:   
• Dimensions:   
• Weight:  
• AC/DC adapter:


	Tekst6: Specifications:
	Tekst8: Sales information:
	Tekst9: Order code:
	Tekst11: SEC-CAM350
	Tekst12: Description:
Packaging:
TARIC code: 
	Tekst13:                    Quantity
	Tekst14:   LxWxH (mm)
	Tekst15:  Weight
	Tekst16a: 1 pc
24 pcs
	Tekst17: 127x128x85
425x336x285
	Tekst18: 234 gr.
6560 gr.
	Tekst12A: Giftbox
CCTV dome camera
85258019
	Tekst7A: 1/3" Sony CCD
3.6 mm
420 TV lines
0.5 LUX
Automatic
1/50~1/100.000 sec
>48 dB
Automatic
Automatic
>0.45
-20°C~50°C
BNC / <1.2Vp-p/75 Ohm
12 V DC
Ø80x100 mm 
133 gr.
Not included, recommended adapter SEC-P.SUP.10

	Tekst6A: Downloads:
	Tekst16: Single
Master


