
©2010 König®. All rights reserved. König® is a registered trademark.
Specifications are subject to modification without prior notice. Contents may differ slightly from what is shown. 

König can not be held responsible, nor liable for the information contained in this document.

Manual
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	Tekst0: CCTV Camera With Varifocal Lens
	Tekst1: Cable bracket management
	Tekst2: USPs:
	Tekst3: • Cable bracket management• High resolution• Varifocal lens 
	Tekst5: CCTV camera for indoor and outdoor use with cable bracket management. The cable runs within the bracket instead of on the backside of the camera. This prevents sabotage of the cable and connection. The integrated LEDs ensure an optimal image in the dark. 
	Tekst4: General information:
	Tekst7: • Image chip:   • Lens:    • Horizontal resolution: • View angle:   • Infrared illumination (LED):• Light sensitivity:  • Backlight compensation: • Electronic shutter:  • S/N ratio:   • White balance:  • Gain:    • Gamma correction:  • Protection:   • Working temperature: • Video out:   • Voltage:   • Dimensions:   • Weight (with bracket): • AC/DC adapter not incl.
	Tekst6: Specifications:
	Tekst8: Sales information:
	Tekst9: Order code:
	Tekst11: SEC-CAM740
	Tekst12: Description:Packaging:TARIC code:
	Tekst13:                    Quantity
	Tekst14:   LxWxH (mm)
	Tekst15:  Weight
	Tekst16a: 1 pc10 pcs
	Tekst17: 272x175x115590x280x405
	Tekst18: 1060 g11780 g
	Tekst12A: CCTV Camera with varifocal lensGiftbox8525801990
	Tekst7A: 1/3" Sony CCDVarifocal 4 - 9mm420 TVL75° ~ 42°36 Pcs ø 5 IR LEDs0 LuxAuto1/50 (1/60) ~ 1/100.000 sec>48 dBAutoAuto0.45IP65-20° ~ 50°1.0 V p-p/75 ohm12 V DC, 500 mA142x84x77 mm0.860 kg
	Tekst6A: Downloads:
	Tekst16: SingleMaster


