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Article information 
Product group ANTENNA 
Sub group CABLE 
Article group COAX 
Number SVL8701 
Product name High Definition 100 Hz Digital Antenna Coax Cable 

Usage 
Premium secure shielded 2.4Ghz compatible coax cable connects your VCR or antenna 
to TV or LCD Screen 

Languages GB, DE, FR, NL, ES, IT, PT, DK, PL, SE, RU, CZ, HU, TR 
Package size B2A 
Qty display hook 5 pcs  

 

Features & benefits 

 

Superior 24k Gold plated Contacts avoid corrosion and Data Loss 
Easy Grip Moulded Connector ensure constant signal conductivity for extreme 
performance 
Secure shielded cable for interference free data signals ensure perfect performance 
Double Ferrite cores to avoid EMI/RFI distorion influences 
99.96% Pure Oxygen Free Copper 
Certified up to 2.4GHz  

 

Technical info 
From connector Coax Male       
To connector Coax Female     
Length 1,0 m  3.3 ft      
     
Technical info 24K Gold-plated contacts 

99.96% Pure Oxygen-free Copper conductors 
Secure double screening 
Ferrite Coils on cable 
Certified up to 2.4GHz  

 

Package contents 

 

Digital Antenna Coax Cable 
Velcro Cable Management Ties 
Easy Install ID Labels  

 

Logistic info 
  Quantity Packaging WxHxD Weight Barcode   

Packaging 1 pcs 0,234 x 0,040 x 0,080 m 0,111 Kg  8717587006906   
Inner carton 10 pcs 0,250 x 0,090 x 0,365 m 1,300 Kg  8717587006913   
Outer carton 60 pcs 0,520 x 0,295 x 0,385 m 8,570 Kg  8717587006920    
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